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Thinking 
About Risk 

Risk and safety are two things that one person cannot really define for another, since each person thinks about risks 
in their own personal way. While some feel that skydiving is a risk worth taking, others won’t even go up in the airplane. 
Many things shape how people think about risk. Some people mainly consider the risk to humans, while others are 
deeply concerned about environmental risks. There are risks we choose to take – like driving down an interstate in a 
car, and risks that others expose us to without our consent – like a pipeline running under a road. Each variation of 
risk is interpreted differently by different individuals. In other words, it is not possible for us to say whether a particu-
lar pipeline is safe enough or not. All we can do is to try to provide enough information so individuals can make that 
decision on their own.

We believe that risk is made up of two different factors, both 
of which need to be carefully considered when deciding how 
risky an activity is. Those factors are the probability that an 
event will occur (the chance a pipeline will rupture or leak), 
and the possible consequences if it does. Other briefing 
papers address the various things that pipeline operators 
are required to do to keep their pipelines safe, and there-
fore reduce the probability of an event occurring. Additional 
measures that help shed light on the probability of an occur-
rence are past incident rates, incident 
causes, and industry and regulator 
care for pipelines in a given area. Past 
performance cannot accurately reflect 
future incidents since many factors 
could change over time, but such data 
can provide trend lines that point to 
needed changes in pipeline operation, 
maintenance, public outreach and 
regulations. Below are some graphs 
that show the number of significant 
incidents occurring on the different 
types of pipelines in the past 20 years 
nationwide. A significant incident is one 
where there is any of the following: a 
death, a hospitalization, $50,000 of 
property damage measured in 1984 
dollars, certain size spills on liquid lines, 
or an unintentional fire or explosion 

on a liquid line. It is important to note that the definition 
of a significant incident does not include fires, explosions, 
or release of certain amounts of product for natural gas 
pipelines, which are included in the definition for hazardous 
liquid pipelines. This may be part of the reason why there 
are fewer significant incidents for gas pipelines compared 
to hazardous liquid pipelines. The graph also indicates the 
trend lines for incidents during this period with the use of 
dashed lines. 
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Here is basically the same graph but for only Serious Incidents, which are 
only incidents that cause a death or hospitalization. As you can see while 
hazardous liquid lines have many more significant incidents, they actually 
have the fewest serious incidents.

It is also possible to use PHMSA’s incident database to determine, based on 
past years’ incidents, the probability of failure on an average mile of pipeline 
for the different types of pipelines, and to even compare that probability for 
different states. This is a pretty coarse probability analysis but it does provide 
a little more information about the differences between types of pipelines. 
Included here is a chart that shows the average number of significant inci-
dents per mile of onshore pipeline for the U.S. 
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Another way to think about these numbers is the odds that 
a pipeline will have a significant incident on any specific 
single mile of pipeline. To illustrate, let’s use an example of 
a house owned by “Mary Jones” in Fort Worth, TX that is 
located within the potential impact radius of a natural gas 
transmission pipeline. According to these national averages 
you could expect to have a significant incident on that mile 
of pipeline nearest Mary’s house once every 4,736 years. So 
based on average probability Mary could most likely live out 
her life safely. Of course these types of probabilities don’t 
take into account a whole range of things that could affect 
the safety of that particular stretch of pipeline, such as: the 
materials that line is made of, the way it has been operated 
and maintained and inspected, whether it is in an area prone 

to slides or flooding, the company’s and regulator’s safety 
culture, and whether Mary or other residents have been vigi-
lantly keeping an eye out for people digging along that mile. 
For states with relatively small numbers of miles of pipelines 
the statistics can also be skewed by just a small handful of 
events. So while the chance of an incident occurring while 
living along what these statistics would term an “average” 
piece of pipeline is pretty slim, the numbers at least give us 
some sense of the probabilities of such incidents. 

We have also included graphs that show the causes of the 
incidents, so it is easier to tell what the major causes of inci-
dents are, and which incidents are clearly within the control 
of the pipeline operator.

The above charts and graphs should provide some measure of the probability of a pipeline incident hap-
pening. It is fairly clear from the data that the chance of a pipeline failing in any particular spot is very, very 
small, but of course if you ask the families and friends of any of the 270 people who were killed by pipeline 
incidents over the past twenty years, they would tell you that the consequences are huge. So what are the 
possible consequences of pipeline failures, and how can they be quantified?
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For natural gas pipelines it is a little easier to calculate the area around a pipeline that would be impacted if 
there were a complete failure. In 2000 the Gas Research Institute contracted with C-FER Technologies to 
produce a model – A Model for Sizing High Consequence Areas Associated With Natural Gas Pipelines – that 
became instrumental in helping define potential impact zones around natural gas pipelines. While the mod-
el is complex, the basic idea is that by considering the diameter of the pipeline and the pressure at which it 
operates, it is possible to predict the impact area around the pipeline that could lead to a fatal exposure in the 
event of a catastrophic failure. Below is the chart from the model that predicts these hazard areas.

Using the C-FER equation to determine the potential impact radius you can 
produce pictorial representations of that impact radius (see example aerial photo). 
For natural gas pipelines this gives a pretty good representation of whether you 
are within the major consequence area of the pipeline, although many experts, 
including the NTSB,1 think the C-FER equations may underrepresent this impact 
area for larger, higher-pressure pipelines. The same equation does not work for 
hazardous liquid pipelines because the blast areas are very different, and liquids 
can flow downhill for a considerable distance before finding an ignition source. 
The calculation gets even more complicated for carbon dioxide pipelines whose 
releases can stay in dangerous concentrations for miles from a failure in ways 
that are dependent upon area topography and current weather.
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If you want to review 
the entire C-FER Study 
you can download it 
by clicking here.

1 https://www.ntsb.gov/investigations/AccidentReports/Reports/PIR22002.pdf
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Another way is to consider the actual consequence of a 
pipeline incident is by reviewing actual previous incidents. 
The National Transportation Safety Board investigates many 
of the most significant incidents and the reports of their 
investigations can be found here.  

Of course one other way to consider the consequences is 
to read the accounts of particular incidents, look at videos, 
talk to those affected, or look at pictures. We have provided 
some pictures below of the consequences.
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Another type of consequence that is rarely considered 
when talking about pipeline incidents is health-related. 
Some individuals experience mental and/or physical health 
effects after an incident. When major liquid spills occur 
many people report similar short term and long term health 
effects. These types of health effects are not captured in 
the incident data and rarely are reflected in the incident 
reports. There is a growing body of scientific evidence that 
questions whether there is such a thing as a safe dose of 
some chemicals – such as benzene and polycyclic aromatic 
hydrocarbons – that are constituents of the fuels transport-
ed in pipelines. These chemicals affect different people in 
different ways and some people seem to be more sensitive 
to them than others. We are not health experts so will not 
even try to describe or categorize such health effects here, 
but we have no doubt that they are real.

Of course there are many environmental consequences of 
pipeline incidents. The Pipeline Safety Trust and PHMSA 
both include protecting the environment in their missions 
and is a critical piece of assessing risk and pipeline safety. 
The people of Marshall, Michigan, near Enbridge’s crude oil 
pipeline will tell you that even though no one died or was 
injured in Enbridge’s 2010 catastrophic failure, that the con-
sequences of failure are enormous. A major risk of hazard-
ous liquid pipelines is the potential that a failure could affect 
someone’s drinking water or destroy an ecosystem and 
its flora and fauna. Natural gas pipelines also pose major 
environmental risks. The primary component of natural gas 
is methane, a potent greenhouse gas with over 80 times the 
warming power of carbon dioxide in its first 20 years. Nat-
ural gas pipeline failures that cause the release of methane 
contribute to climate change. Natural gas pipelines that leak 
methane also pose a climate risk. Even the regular mainte-
nance of natural gas pipelines as currently practiced pose 
a significant climate risk as operators will “blow down” or 
vent methane into the atmosphere before performing some 
routine maintenance events. These climate risks are harder 
to conceptualize, but they are very real.
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So, what does all this mean? That is really up to you to decide. We have come to believe that the public 
tends to focus more on the consequences of pipeline failures, where the industry and regulators seem to 
focus more on the probability and feel quite comfortable with the risk. There is little doubt in our minds that 
the chance of a pipeline failing in any specific location is really, really small, but as those of us that have 
lived through pipeline incidents know the consequences can be disastrous and life changing. The way spe-
cific pipeline operators operate, inspect and maintain their pipelines can make a dramatic difference in the 
probability that a pipeline will fail. Unfortunately, there is not enough data available publicly to allow some-
one to judge operator performance with any real degree of confidence. Looking back at past performance 
data gives us little real insight into how an operator may perform in the future. Regulations are supposed 
to help predict future performance, and while transparency of the information has improved, there are still 
few measurable metrics available to the public to allow us to trust but verify how well the operators and 
regulators are performing.
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